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Setting the New Daylight Savings Time (for SX clocks)

Below are the steps to configure the new daylight savings time for the Jupiter 1000 SX
clocks:

=

Go to Clock 2 Time Clock Configuration.

2. Select Daylight Savings from the menu on the left side.

3. Select Custom and use either of the following options:

a. Click on Configure and set it to the following and then click on Apply. This
option will automatically set the daylight savings for the next 4 years.
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LS Daylight Savings Configuration

start: [2nd | [sun ~| of [mar ~| at |2:00AM
|Er"':‘:|Firstj |SL|r1 j of |N|:-1.r j at |2:UUAI‘.'I

Apply | Quit |

b. Manually enter the date ranges for the start and end time. Make sure to set the
time to 02:00 am

4. Save it and send it to the clock(s).

#2 Time Clock Configuration (JTA-100PC) M==

Port Configuration - Clock # |—1:|

= lock #: -
Timeclock Status
Date & Time [v Daylight Savings
Daylight Savings ' Send

" USA
Clock Prompts
Function Keys f* Custom Configure
Swipe-and-Go
P Begin Daylight Savings End Daylight Savings

Send Employee Names e e
T i e | 03/11/2007 02:00:00 AN | 11/04/2007 02:00:00 AM
Public Messages | 03/09/2008 02:00:00 Al | 11/02/2008 02:00:00 Al
Bels | 037082008 02:00:00 AM | 11/01/2009 02:00:00 AM
Lockout Enable/Disable
Lockout Time Profile | 031412010 02:00:00 AM | 11/07/2010 02:00:00 AN
Nnnr Onen j

Save ‘ Quit ‘
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